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CHECKERAPPROVAL DRAWER

CUSTOMER NAME
CUSTOMER Part No. A/0

Draw.No.

Length
 (mm) Critical Normal General
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 WIRE MARKING:
(Hollow)
NO.129 IEMMEQU H05VV-F 3G0.75MM² V-75 300/500V ORDINARY DUTY N SW17436  

KEMA-KEURS+ VDE++ SS CEBEC NF-USE 1345972

Vinci

Vinci2014.02.20 NEW

CEE7/7+IEC60320 C13  H05VV-F 3G0.75MM²  BLACK(RAL9011)

IEC60320 C13
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REMARKS

3.WIRE: H05VV-F 3G0.75MM²   RATED VOLTAGE:300/500V
4.DVW TEST:2000VAC,1S
5.POLARIZATION AND CONTINUITY TEST

1.PLUG CEE7/7 RATED POWER:250V 16A
2.CONNECTOR IEC60320 C13 RATED POWER:250V 10A
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WIRE MARKING

20140220-001

AK5012,AK5015

AK5012,AK5015

CEE7/7

YE/GN(stripe)

BLUE BROWN

9

9

3

12 1

5

4 3

2

20 14
Y M

WE EK

ITEM NO. COLOR RAL NO. LENGTH(M)
AK5012 BLACK RAL9011 1.5

AK5015 BLACK RAL9011 2.0



ITEM NO. COLOR RAL NO. LENGTH(M)
AK5124 BLACK RAL9011 3
AK5125 BLACK RAL9011 4
AK5126 BLACK RAL9011 7
AK5127 BLACK RAL9011 10
AK5010 BLACK RAL9011 2.5
AK5016 BLACK RAL9011 5


